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Y Strainer Flange-Flange Ends
■ Fig.70FF
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Material Specification

No. Part Material Specification

1 Body Ductile Iron ASTM A536 65-45-12
2 Bolt
3 Washer Galvanized Carbon Steel --
4 Washer Galvanized Carbon Steel --
5 Cover Ductile Iron ASTM A536 65-45-12
6 Screen Stainless Steel SS304
7 Plug Galvanized Carbon Steel --
8 O-Ring EPDM --
9 Test Screw Steel ASTM B16

Carbon Steel GR.8.8
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Technical Specification
•
•
•
•

Valve Standard AWWA C550
Working Pressure
Working Temperature -10℃ ~ 120℃
Connection Ends

200PSI / 250PSI / 300PSI

ASME B16.1 Class125 / B16.42 CLASS150/B16.
/ EN1092-2 PN10/PN16/PN25
/ BS10 Table D / Table E

Dimension

DN INCH
L

mm
H

mm
H1
mm

φA

50 2" 203.2 130 195 φ125
65 2½" 254 158 240 φ145
80 3" 260 175 270 φ160

100 4" 308.1 202 320 φ180
125 5" 398.3 290 425 φ210
150 6" 471.4 334 495 φ240
200 8" 549.4 391 570 φ295
250 10" 654.1 460 700 φ355
300 12" 762 590 840 φ410



Y Strainer Flange-Groove Ends
■ Fig.70FG

www.gala-valves.com 28

Y Stra
in

er Fla
n

g
e-G

ro
o

ve En
d

s

Material Specification

No. Part Material Specification

1 Body Ductile Iron ASTM A536 65-45-12
2 Bolt
3 Washer Carbon Steel Galvanized --
4 Washer Carbon Steel Galvanized --
5 Cover Ductile Iron ASTM A536 65-45-12
6 Screen Stainless Steel SS304
7 Screw Plug Carbon Steel Galvanized --
8 O-Ring EPDM --
9 Test Screw Steel ASTM B16

Carbon Steel Galvanized GR.8.8

Dimension

DN INCH
L

mm
H

mm
H1
mm

PN16 L1
mm

L2
mmφD1 φD2

50 2" 203.2 130 195 φ60.3 φ57 8 15.9
65 2½" 254 158 240 φ73/φ76.1 φ69.7/φ72 8 15.9
80 3" 260 175 270 φ88.9 φ84.7 8 15.9

100 4" 308.1 202 320 φ114.3 φ109.8 9.5 15.9
125 5" 398.3 290 425 φ139.7/φ141.3 φ135.2/φ136.8 9.5 15.9
150 6" 471.4 334 495 φ165.1/φ168.3 φ160.5/φ163.7 9.5 15.9
200 8" 549.4 391 570 φ219.1 φ214.1 11 19
250 10" 654.1 459.4 700 φ273 φ268 12.7 19
300 12" 762 590 840 φ323.9 φ317.9 12.7 19
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Technical Specification
•
•
•
•

Valve Standard AWWA C550
Working Pressure
Working Temperature -10℃ ~ 120℃
Connection Ends

200PSI / 250PSI / 300PSI

ASME B16.1 Class125 / B16.42 CLASS150 
/ B16.CLASS250 / EN1092-2 PN10/PN16/PN25
/ BS10 Table D / Table E / AWWA C 606
/ VDS2100



Y Strainer Groove-Groove Ends
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Technical Specification
•
•
•
•

Valve Standard AWWA C550
Working Pressure
Working Temperature -10℃ ~ 120℃
Connection Ends

200PSI / 250PSI / 300PSI

AWWA C 606 / VDS2100

Material Specification

No. Part Material Specification

1 Body Ductile Iron --
2 Bolt
3 Washer Galvanized Carbon Steel --
4 Washer Galvanized Carbon Steel --
5 Cover Ductile Iron --
6 Screen Stainless Steel SS304
7 Plug Galvanized Carbon Steel --
8 O-Ring EPDM --
9 Test Screw Steel ASTM B16

Galvanized Carbon Steel GR.8.8

Dimension

DN INCH
L

mm
H

mm
H1
mm

PN16 L1
mm

L2
mmφD1 φD2

50 2" 230 130 195 φ60.3 φ57 8 15.9
65 2½" 254 158 240 φ73/φ76.1 φ69.7/φ72 8 15.9
80 3" 272.4 175 270 φ88.9 φ84.7 8 15.9

100 4" 308.1 202 320 φ114.3 φ109.8 9.5 15.9
125 5" 398.3 290 425 φ139.7/φ141.3 φ135.2/φ136.8 9.5 15.9
150 6" 471.4 334 495 φ165.1/φ168.3 φ160.5/φ163.7 9.5 15.9
200 8" 549.4 391 570 φ219.1 φ214.1 11 19
250 10" 654.1 459.4 700 φ273 φ268 12.7 19
300 12" 762 590 840 φ323.9 φ317.9 12.7 19
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Wafer Butterfly Valve With Signal Gear Box
■ Fig.25W
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Technical Specification
•
•
•
•
•
•

Valve Standard FM1112 / UL1091
Face To Face Standard
Test Standard FM1112 / UL1091
Working Pressure 200PSI / 250PSI / 300PSI
Working Temperature
Flanged Ends

ISO5752

-10℃ ~ 120℃
BS EN1092-2 / ASMR B16.42 / Class150

DN50 ~ DN100

DN125 ~ DN250

DN300

7
8
9
10

12

13
14
15

17

16

6

18

19

20
21

11

1

2

4
5

3

I Local amplification

Material Specification

No. Part Material Specification

1 Body Ductile Iron ASTM A536 65-45-12
2 Upper Shaft Gland Galvanized Carbon Steel --

3
Cross Recessed

Galvanized Carbon Steel --Countersunk Head
Screw

4 Short Shaft Sleeve
Bronze (DN50 ~ DN100) C63000
Carbon Steel

--
(DN125 ~ DN300)

5 O-Ring EPDM --

6 Long Shaft Sleeve
Bronze (DN50 ~ DN100) C63000
Carbon Steel

--
(DN125 ~ DN300)

7 Upper Shaft Stainless Steel SS410
8 Disc Ductile Iron+EPDM ASTM A536 65-45-12
9 Lower Shaft SS410

10 Hex Socket Plug Stainless Steel SS304
11 Sealing Ring EPDM --
12 Hexagon Head Bolt Stainless Steel SS304
13 Spring Gasket Stainless Steel SS304
14 Flat Gasket Stainless Steel SS304
15 Half-round Key Steel 45#

16
Electrical Turbine
Box

17 Indicator ASTM A536 65-45-12

18
Hexagon Flat End

Galvanized Carbon Steel --
Setting Screw

19
Adjusting Washer

EPDM --
(DN50, DN100)

20
Hex Socket Round

Stainless Steel SS304
Head Screw

21
Large Falt Pad

Stainless Steel SS304
Class A

Stainless Steel

Ductile Iron GGG40

Ductile Iron
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DN50 ~ DN100 DN125 ~ DN250

DN300

D

B
A
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L
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Ø
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L

Ø
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A
B
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L1
L
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Dimension

DN INCH
A

mm
B

mm
C

mm
D

mm
L

mm
L1

mm
φD φE

50 2" 140.5 77 110 262.4 43 47 φ82 φ108
65 2½" 152.5 80 110 274.5 46 51 φ97 φ108
80 3" 157.5 87 110 279.5 46 51 φ109 φ108

100 4" 176 108 110 298 52 57 φ140 φ108
125 5" 191 131.5 133 318.8 56 61 φ165 φ150
150 6" 202.5 143.5 133 330.25 56 61 φ198 φ150
200 8" 243.5 174 159 379.25 62 67 φ252 φ250
250 10" 273 207.5 159 409 68 73 φ304 φ250
300 12" 311 261 228 465 78 83 φ355 φ250



Lugged Butterfly Valve With Signal Gear Box
■ Fig.25L
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Technical Specification
•
•
•
•
•
•

Valve Standard FM1112 / UL1091
Face To Face Standard
Test Standard FM1112 / UL1091
Working Pressure 200PSI / 250PSI / 300PSI
Working Temperature
Flanged Ends

ISO5752

-10℃ ~ 120℃
BS EN1092-2 / ASMR B16.42 / Class150

DN50 ~ DN100

DN125 ~ DN250

DN300

6

7

8

9

10

16

15

14

13

12

17

18

19

20

21

11

1

2

4
5

3

I Local amplification

Material Specification

No. Part Material Specification

1 Body Ductile Iron ASTM A536 65-45-12
2 Upper Shaft Gland Galvanized Carbon Steel --

3
Cross Recessed

Galvanized Carbon Steel --Countersunk Head
Screw

4 Short Shaft Sleeve Bronze/Carbon Steel C63000/--
5 O-Ring EPDM --
6 Long Shaft Sleeve Bronze/Carbon Steel C63000/--
7 Upper Shaft Stainless Steel SS410
8 Disc Ductile Iron+EPDM ASTM A536 65-45-12
9 Lower Shaft SS410

10 Hex Socket Plug Stainless Steel SS304
11 Sealing Ring EPDM --
12 Hexagon Head Bolt Stainless Steel SS304
13 Spring Gasket Stainless Steel SS304
14 Flat Gasket Stainless Steel SS304
15 Half-Round Key Steel 45#

16
Electrical Turbine
Box

17 Indicator ASTM A536 65-45-12

18
Hexagon Flat End 

Galvanized Carbon Steel --
Setting Screw

19
Adjusting Washer

EPDM --
(DN50, DN100)

20
Large Falt Pad 

Stainless Steel SS304
Class A

21
Hex Socket Round

Stainless Steel SS304
Head Screw

Stainless Steel

Ductile Iron GGG40

Ductile Iron
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DN50 ~ DN100 DN125 ~ DN250

DN300

A
B

∅E

D

C

ØPCD

N-M

∅D

L
L1

B
A

∅E

C

D

ØPCD
N-M

L
L1

∅D

C

∅E
A

B

D

ØPCD
N-M

∅D

L1
L

Dimension

DN INCH
A

mm
B

mm
C

mm
D

mm
L

mm
L1

mm
φD φE

EN 1092-2 ASME B16.42 CL150 CL150
PCD N-M PCD N-M PCD

50 2" 140.5 77 110 262.4 43 47 φ82 φ108 φ125 4-M16 φ120.7 4-5/8-11 UNC φ120.7
65 2½" 152.5 80 110 274.5 46 51 φ97 φ108 φ145 4-M16 φ1.9.7 4-5/8-11 UNC φ139.7
80 3" 157.5 87 110 279.5 46 51 φ109 φ108 φ160 8-M16 φ152.4 4-5/8-11 UNC φ152.4

100 4" 176 108 110 298 52 57 φ140 φ108 φ180 8-M16 φ190.5 8-5/8-11 UNC φ190.5
125 5" 191 131.5 133 313.5 56 61 φ165 φ150 φ210 8-M16 φ215.9 8-3/4-10 UNC φ215.9
150 6" 202.5 144 133 319 56 61 φ198 φ150 φ240 8-M20 φ241.3 8-3/4-10 UNC φ241.3
200 8" 243.5 173.5 187 379 62 67 φ252 φ250 φ295 12-M20 φ298.5 8-3/4-10 UNC φ298.5
250 10" 273 207.5 187 409 68 73 φ304 φ250 φ355 12-M24 φ362 12-7/8-9 UNC φ362
300 12" 311 261 187 465 78 83 φ355 φ250 φ410 12-M24 φ431.8 12-7/8-9 UNC φ431.5



Grooved Butterfly Valve With Signal Gear Box
■ Fig.25GG
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Technical Specification
•
•
•
•
•
•

Valve Standard FM1112 / UL1091
Face To Face Standard
Test Standard FM1112 / UL1091
Working Pressure 200PSI / 250PSI / 300PSI
Working Temperature -10℃ ~ 120℃
Flanged Ends AWWA C606 / VDS 2100

MSS-SP67 Long

1
2
3
4
5

6

8

7

10

11

12

13

14

15

16

17

18

19

9

20

DN50 ~ DN100

DN125 ~ DN250

DN300

I Local amplification

Material Specification

No. Part Material Specification

1 Body Ductile Iron ASTM A536 65-45-12

2
Upper Shaft

Galvanized Carbon Steel --
Gland

3
Cross Recessed

Galvanized Carbon Steel
--

Countersunk --
Head Screw --

4 Short Shaft Sleeve
Bronze (DN50 ~ DN100) C63000
Carbon Steel

--
(DN125 ~ DN300)

5 O-Ring EPDM --

4 Long Shaft Sleeve
Bronze (DN50 ~ DN100) C63000
Carbon Steel

--
(DN125 ~ DN300)

7 Upper Shaft Stainless Steel SS410
8 Disc Ductile Iron+EPDM ASTM A536 65-45-12
9 Lower Shaft SS410

10
Hex Socket

Stainless Steel SS304
Plug

11
Hexagon Head

Stainless Steel SS304
Bolt

12 Spring Gasket Stainless Steel SS304
13 Flat Gasket Stainless Steel SS304
14 Half-Round Key Steel 45#

15
Electrical

Ductile Iron GGG40
Turbine Box

16 Indicator Ductile Iron ASTM A536 65-45-12

17
Hexagon Flat

Galvanized Carbon Steel --End Setting
Screw

18
Rear Axle Pad

EPDM --
(DN50, DN100)

19
Hex Socket Flat

Stainless Steel SS304Round Head
Screw

20
Large Flat Pad

Stainless Steel SS304
Class A

Stainless Steel
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DN50  ~ DN100 DN125  ~ DN250

DN300

B
A

D

C

L

H1
H2

∅D
2

∅D
1

∅E

A

C

B

D

Ø
D

2

L

Ø
D

1

H1
H2

∅E

B
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2
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L

Dimension

DN INCH
A

mm
B

mm
C

mm
D

mm
L

mm
φE

AWWA C606 GB/T 8260 CL 

φD2 H1
mm

H2
mm

φD1 φD2 H1
mm

H2
mm

φD1 PCD

50 2" 95 77 110 217 84.5 φ108 φ60.33 7.93 15.88 φ57.15 φ60.3 7.93 15.88 φ57.2 120.7
65 2½" 98 80 110 220 98 φ108 φ73.03 7.93 15.88 φ69.09 φ76.1 7.93 15.88 φ72.3 139.7
80 3" 105 87 110 227 98 φ108 φ88.9 7.93 15.88 φ84.94 φ88.9 7.93 15.88 φ84.9 152.4

100 4" 135 108 110 256 116 φ108 φ114.3 9.53 15.88 φ110.08 φ114.3 9.53 15.88 φ110.1 190.5
125 5" 148 132 133 275 149 φ150 φ141.3 9.53 15.88 φ137.03 φ139.7 9.53 15.88 φ135.5 215.9
150 6" 165 144 133 292 147.6 φ150 φ168.28 9.53 15.88 φ163.96 φ165 9.53 15.88 φ160.9 241.3
200 8" 204 173 187 339 134 φ250 φ219.08 11.13 19.05 φ214.4 φ219.1 11.1 19.05 φ214.4 298.5
250 10" 245 208 187 380 160 φ250 φ273.05 12.7 19.05 φ268.28 φ273 12.7 19.05 φ268.3 362
300 12" 277.5 261 187 426.5 165 φ250 φ323.85 12.7 19.05 φ318.3 φ323.9 12.7 19.05 φ318.3 431.5
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Dry Barrel Fire Hydrant
■ Fig.1510
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Technical Specification
•
•
•
•
•
•

•

•

Design Standard
Coating Standard
Nozzle Thread Standard
Hose Nozzle
Pumper Nozzle
Mechanical Jiont

Flange End

Working Pressure

FM 1510 / UL 246 / AWWA C502
AWWA C550
NFPA 1963
2½"-Two
4" or 4½"-One
Size: 6" ASNI / AWWA C111/A21.11
/ ANSI / AWWA C153 / A21.53
Size: 6" ASNI Class 125 / 150
/ BS EN 1092-2 PN10 / PN16
250PSI

1 Brass C84400
2 EPDM --
3 Stainless Steel CF8
4 Bronze C63000
5 Stainless Steel SS304
6 Ductile Iron ASTM A536 65-45-12
7 Ductile Iron ASTM A536 65-45-12
8 Stainless Steel SS420
9 Stainless Steel SS304

10
Hose Nozzle Cap (4") Ductile Iron ASTM A536 65-45-12
Hose Nozzle Cap (4.5") Ductile Iron ASTM A536 65-45-12

11
Hose Nozzle Gasket (4") EPDM --
Hose Nozzle Gasket (4.5") EPDM --

12
Hose Nozzle (4") Brass C84400
Hose Nozzle (4.5") Brass C84400

13 Chain  Stainless Steel SS304
14 O-RIng EPDM --
15 Coupling Stainless Steel SS420
16 Down Body Ductile Iron ASTM A536 65-45-12
17 Safety Flange Cast Iron HT200
18 Down Shaft Stainless Steel SS420
19 Drainage Ring Cover Ductile Iron ASTM A536 65-45-12
20 Elbow Body Ductile Iron ASTM A536 65-45-12
21 Hexagon Bolt Stainless Steel SS304
22 Plain Washer Stainless Steel SS304
23 Lock Washer Stainless Steel SS304
24 Hexagon Nut Stainless Steel SS304
25 O-Ring EPDM -

Material Specification

No. Part Material Specification

-
26 Drain Valve Cover Seal EPDM --
27 O-Ring EPDM --
28 Pin Shaft Stainless Steel SS304
29 PIn Stainless Steel SS304
30 Hexagon Bolt Stainless Steel SS304
31 Plain Washer Stainless Steel SS304

Operating Nut
Dust Ring
Lock Nut
Antifiction Pad
Plug
Cover
Top Body
Top Shaft
Gland
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MJ Connection 218

50
51
52
53
54
55

57
56
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59
60

61

32 Lock Washer Stainless Steel SS304
33 Hexagon Nut Stainless Steel SS304
34 Upper Plug Body Seal EPDM --

35
Hexagon Socket Head

Stainless Steel SS304
Cap Screws

36 O-Ring EPDM --
37 O-Ring EPDM --
38 Hexagon Bolt Stainless Steel SS304
39 Plain Washer Stainless Steel SS304
40 Lock Washer Stainless Steel SS304
41 Hexagon Nut Stainless Steel SS304
42 O-Ring EPDM --
43 O-Ring EPDM --
44 Hose Nozzle Cap Ductile Iron ASTM A536 65-45-12
45 Hose Nozzle Gasket EPDM --
46 Hose Nozzle Brass C84400

47
Hexagon Socket Set

Stainless Steel SS304
Screws

48 O-Ring EPDM --
49 Drain Valve Cover Brass+EPDM C84400
50 Spring Stainless Steel SS304

51
Hexagon Socket Head 

Stainless Steel SS304
Cap Screws

52 Hex Nuts Stainless Steel SS304
53 Seat Ring Brass C84400
54 Tablet Ductile Iron ASTM A536 65-45-12

55
Hexagon Socket Head

Stainless Steel SS304
Cap Screws

56 Disc Seal EPDM --
57 Disc Ductile Iron ASTM A536 65-45-12
58 O-Ring EPDM --
59 Nut Press Ring Ductile 

Material Specification

No. Part Material Specification

Iron+EPDM ASTM A536 65-45-12

60
Hexagon Socket Set

Stainless Steel SS304
Screws



Dry Barrel Fire Hydrant
■ Fig.1510

www.gala-valves.comwww.gala-valves.com1

G
a

te V
a

lve R
esilien

t Sea
ted

 O
S&

Y Typ
e-Fla

n
g

ed
 En

d
s

39

D
ry B

a
rrel Fire H

yd
ra

n
t

Dimension

Burial Depth
H

mm
H1
mm

H2
mm

1" 326 804 460
2" 543 804 460
3" 848 804 460

3"-6" 1001 804 460
4"-0" 1153 804 460
4"-6" 1306 804 460
5"-0" 1458 804 460
5"-6" 1611 804 460
6"-0" 1763 804 460
6"-6" 1916 804 460
7"-0" 2068 804 460

H
1

H
2

H

Horizon

A A



Wet Barrel Fire Hydrant
■ Fig.1511
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Technical Specification
•
•
•
•
•
•

•
•

Design Standard
Coating Standard
Nozzle Thread Standard
Hose Nozzle
Pumper Nozzle
Monitoe Flange
Inlet Flange Connection
Flange End
Working Pressure

FM 1511 / UL 246 / AWWA C503
AWWA C550
NFPA 1963
2.5"*2
4.5" or 4"*1
Size: 4" ASNI Class 125/150
Size: 6" ASNI Class 125/150
BS EN 1092-2 PN10/PN16
250PSI

1 Ductile Iron ASTM A536 65-45-12
2 Stainless Steel SS304
3 EPDM --

4 Ductile Iron ASTM A536 65-45-12

5 Brass C84400

6 EPDM --

7 Stainless Steel CF8

8 Steel A2

9 EPDM --
10 4.5" Disc Steel CF8
11 Shaft One Stainless Steel SS304/ SS420
12 Fasten Nut Stainless Steel CF8
13 Hex. Socket Cap Srcew Stainless Steel A2-70
14 Shaft Two Stainless Steel SS304/ SS420
15 Shaft Three Stainless Steel SS304/ SS420
16 4.5 Shaft Nut Brass C84400
17 O-Ring EPDM --
18 O-Ring EPDM --
19 Operating Nut Stainless Steel CF8
20 Hex Nut Stainless Steel A2-70
21 O-Ring EPDM --
22 Hose Nozzle Cap Ductile Iron ASTM A536 65-45-12
23 Hose Nozzle Brass C84400
24 Hose Nozzle Gasket EPDM --
25 2.5" Gland Stainless Steel CF8
26 2.5" Disc Sealing Ring EPDM --
27 2.5" Disc Stainless Steel CF8
28 Shaft Two Stem Nut Brass C84400

29
Hex. Socket Set Screws

Carbon Steel+Zn --
With Flat Point

30
Hex. Socket Set Screws

Material Specification

No. Part Material Specification

Carbon Steel+Zn --
With Flat Point

31 Shaft Three Stem Nut Brass C84400

Body 
Chain
O-Ring
Pumper Nozzle Cap
(4", 4.5")
Pumper Nozzle (4", 4.5")
Pumper Nozzle Gasket
(4", 4.5")
4.5" Gland
Hex. Socket Set Screws
With Flat Point
4.5" Disc Sealing Ring

2H1PM 2H1P
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Dimension

SIZE
H

mm
H1
mm

2H1PM 720 -
2H1P - 662.5

2H1PM 2H1P
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Technical Specification
•
•
•
•
•
•

•
•

Design Standard
Coating Standard
Nozzle Thread Standard
Hose Nozzle
Pumper Nozzle
Monitoe Flange
Inlet Flange Connection
Flange End
Working Pressure

FM 1511 / UL 246 / AWWA C503
AWWA C550
NFPA 1963
2.5"*2
4.5" or 4"*1
Size: 4" ASNI Class 125/150
Size: 6" ASNI Class 125/150
BS EN 1092-2 PN10/PN16
250PSI

Material Specification

No. Part Material Specification

1 Ductile Iron ASTM A536 65-45-12
2 Stainless Steel SS304
3 EPDM --

4 Ductile Iron ASTM A536 65-45-12

5 Brass C84400

6 EPDM --

7 Stainless Steel CF8

8 Steel A2

9 EPDM --
10 4.5" Disc Steel CF8
11 Shaft One Stainless Steel SS304/ SS420
12 Fasten Nut Stainless Steel CF8
13 Hex. Socket Cap Srcew Stainless Steel A2-70
14 Shaft Two Stainless Steel SS304/ SS420
15 4.5 Shaft Nut Brass C84400
16 O-Ring EPDM --
17 O-Ring EPDM --
18 Operating Nut Stainless Steel CF8
19 Hex Nut Stainless Steel A2-70
20 O-Ring EPDM --
21 Hose Nozzle Cap Ductile Iron ASTM A536 65-45-12
22 Hose Nozzle Brass C84400
23 Hose Nozzle Gasket EPDM --
24 2.5" Gland Stainless Steel CF8
25 2.5" Disc Sealing Ring EPDM --
26 2.5" Disc Stainless Steel CF8
27 Shaft Two Stem Nut Brass C84400

28
Hex. Socket Set Screws

Carbon Steel+Zn --
With Flat Point

29
Hex. Socket Set Screws

Carbon Steel+Zn --
With Flat Point

Body
Chain
O-Ring
Pumper Nozzle Cap
(4", 4.5")
Pumper Nozzle (4", 4.5")
Pumper Nozzle Gasket
(4", 4.5")
4.5" Gland
Hex. Socket Set Screws
With Flat Point
4.5" Disc Sealing Ring

1H1PM 1H1P
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Technical Specification
•
•
•
•
•
•

•
•

Design Standard
Coating Standard
Nozzle Thread Standard
Hose Nozzle
Pumper Nozzle
Monitoe Flange
Inlet Flange Connection
Flange End
Working Pressure

FM 1511 / UL 246 / AWWA C503
AWWA C550
NFPA 1963
2.5"*2
4.5" or 4"*1
Size: 4" ASNI Class 125/150
Size: 6" ASNI Class 125/150
BS EN 1092-2 PN10/PN16
250PSI

Material Specification

No. Part Material Specification

1 Ductile Iron ASTM A536 65-45-12
2 Stainless Steel SS304
3 EPDM --

4 Ductile Iron ASTM A536 65-45-12

5 Brass C84400
6 EPDM --
7 Stainless Steel CF8

8 Steel A2

9 EPDM --
10 2.5" Disc Steel CF8
11 Shaft Two Stainless Steel SS304/ SS420
12 Fasten Nut Stainless Steel CF8
13 Hex. Socket Cap Srcew Stainless Steel A2-70
14 Shaft Three Stainless Steel SS304/ SS420
15 Shaft Two Stem Nut Brass C84400
16 O-Ring EPDM --
17 O-Ring EPDM --
18 Operating Nut Stainless Steel CF8
19 Hex Nut Stainless Steel A2-70
20 Shaft Three Stem Nut Brass C84400

21
Hex. Socket Set Screws

Carbon Steel+Zn --
With Flat Point

22
Hex. Socket Set Screws

Carbon Steel+Zn --
With Flat Point

Body
Chain
O-Ring
Pumper Nozzle Cap
(4", 4.5")
Hose Nozzle
Hose Nozzle Gasket
2.5" Gland
Hex. Socket Set Screws
With Flat Point
2.5" Disc Sealing Ring2H0PM 2H0P
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Wet Barrel Fire Hydrant
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Dimension

SIZE
H
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2H0PM 720 -
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MANUFACTURING
EXCELLENCE

Brand own production facility

TOP-LEVEL R&D CENTER

The R&D center provides strong support for the research and development of new products, the optimi-
zation and upgrading of product series, and the sustainable 
development of Galaxy valve products. 

5 Test Labs  |  6 Test Platforms  |  1 Trial Production Center

You can be beneficial from vertical integreation production as follows:
- Fully-controlled products quality in each chain
- Reduced cost
- Shortened lead time
- Turn-key Solution

Integrated casting, machining, color Painting, vulcanization, assem-
bling, testing, stocking in one site.
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Subject to change without prior notice.
GALA Fire Protection Product Catalogue-20250116

Website Linkedin

GALA USA
GALA RS INC
8605 Santa Monica Blvd 30327 West Hollywood, CA 90069
+1-713-562-8136

GALA SOUTHEAST ASIA
GALAXY VALVES (THAILAND) CO., LTD.
209/21 Moo 2, Tombon Phraeksamai, Amphoe Mueang Samutprakan, 
Changwat Samutprakan, Thailand
+66-2-1380469

GALA MIDDLE EAST
GALA INTERNATIONAL FZE
LB18 2101-2103, Jafza View 18, Jafa, Duba, UAE
+971 4 885 6516

GALA RUSSIA
LLC Aquaflow Controls
Москва, Каширское шоссе. 3к2с12, офис 302
+7 499 136 76 66

GALA CHINA
TIANJIN GALAXY VALVE CO., LTD.
No.49, Guanghui Road, Beizhakou Town, Jinnan District, Tianjin, China
+86-22-28750815


